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TECHNICAL	
  INFORMATION	
  SHEET	
  

	
  

	
  
Manufacturer's	
  Name	
  and	
  Address	
  
	
  
	
  
	
  
Product	
  Trade	
  Name	
  
Description	
  

	
  

	
  
Relevant	
  European	
  Standard	
  
Implementation	
  
Standard	
  Sizes	
  

:  MULTİPLAN YALITIM SİSTEMLERİ SAN.TİC.A.Ş. 
G.O.S.B. İhsandede Caddesi No:111/B 
Gebze/KOCAELİ / TÜRKİYE	
  

:  MULTİPLAN MAVISU	
  
:  Homogeneous,	
  Potable	
  Water	
  Reservoir	
  Waterproofing	
  
	
  	
  	
  Membrane,	
  	
  not	
  compatible	
  with	
  bitumen	
  
:  TS EN 13967	
  
:  Mechanical	
  fixing	
  
:  Width: 1620 mm	
  
Thickness: 1,5 mm

	
  
 

 
FEATURES 

MIN.	
  
REQUIRED	
  
VALUE 

TEST 
RESULTS 

 

 
UNIT 

 

 
TEST METHOD 

WATERPROOFING 
 

Impermeable Impermeable -­‐ 
 

TS EN 1928 
STATIC	
  LOAD	
  RESISTANCE 

 

> 20 > 20 kg 
 

TS EN 12730 
TENSILE	
  STRENGTH 

 

> 15 > 17 N/mm2 
 

TS EN 12311-­‐2 
ELONGATION	
  AT	
  BREAK 

 

> 250 > 300 % 
 

TS EN 12311-­‐2 
WATERPROOFING	
  AFTER	
  
AGING 

 
Impermeable 

 
Impermeable 

 
-­‐ 

 
TS EN 1296 and TS EN 1928 

IMPACT	
  RESISTANCE 
 

> 450 > 1000 mm 
 

TS EN 12691 
TEARING	
  STRENGTH	
  
(With	
  nails) 

 
> 300 

 
> 300 

 
N 

 
TS EN 12310-­‐1 

	
  
REACTION	
  TO	
  FIRE 

 
Class	
  E 

 
Class	
  E 

 
-­‐ 

Classification	
  
TS EN 13501-­‐1 

JOINT	
  SLIPPAGE	
  RESISTANCE  
> 600 

 
> 800 

 
N/50mm 

 
TS EN 12317-­‐2 

DETERMINATION	
  OF	
  WATER	
  
VAPOR	
  PERMEABILITY	
  

 

 
> 18.000 + %30 

 
> 18.000 + %30 

 
µ 

 
TS EN 1931 

JOINT	
  PEELING	
  RESISTANCE  
> 150 

 
> 150 

 
N/50mm 

 
TS EN 12316-­‐2 

DIMENSIONAL	
  STABILITY 
 

< 2 < 2 % 
 

TS EN 1107-­‐2 
STABILITY	
  OF	
  ELASTICITY	
  IN	
  
THE	
  COLD 

 

< -­‐20 > -­‐25 °C 
 

TS EN 495-­‐5 

VISIBLE	
  DEFECTS 
 

No	
  defect No	
  defect -­‐ 
 

TS EN 1850-­‐2 
EXPOSURE	
  TO	
  CHEMICAL	
  
LIQUIDS	
  INCLUDING	
  
WATER	
  (28 DAYS/ 23°C) 

 

 
 

Resistant 

 

 
 

Resistant 

 

 
 

-­‐ 

 

 
 

TS EN 1847 
	
  


